
1. General info 2. Material

Brand Ridley Frame material Triple butted 6061-T6 heat treated aluminium

Model Kanzo A

First intro (modelyear?) 2019

Description (intended use of frame) Gravel

3. Weight

Frame gr.

XXS 1480

XS 1520

S 1570

M 1620

L 1670

XL 1730

Weight fork 480

4. Cableparts

Cableparts Mec 2x

CABSTIJAG037 Jagw - End cap 4mm with liner 1 Head tube right

CABFRAJAG001 Jagw TubeTops mini protec BLA 2 Head tube right

CABSTIJAG037 Jagw - End cap 4mm with liner 1 Head tube left

CABFRAJAG001 Jagw TubeTops mini protec BLA 2 Head tube left

CABSTIJAG038 Rain & dirt cable protector 1 Chainstay

CABSTIJAG038 Rain & dirt cable protector 1 Seat tube

CBGRCERID001 Ridley CABLE GUIDE SM-SP18M Sc 1 BB

CABSTIJAG035 Jagw - Nosed Ferrule 4mmm 1 Chainstay

FRPCLIOLY001 Cable clip 2 Chainstay

CABFOAJAG001 Jagwire NBR Foam Tube 5,5mm inner/8,2mm outer 0,4 Lm Down tube

FRPCLIOLY001 Cable clip 2 Chainstay left

CABFOAJAG001 Jagwire NBR Foam Tube 5,5mm inner/8,2mm outer 0,4 Lm Down tube

Cableparts Mec 1x

Article code Description Quantity Position on frame

CABSTIJAG037 Jagw - End cap 4mm with liner 1 Head tube left

CABFRAJAG001 Jagw TubeTops mini protec BLA 1 Head tube right

CABFRAJAG001 Jagw TubeTops mini protec BLA 2 Head tube left

CABSTIJAG038 Rain & dirt cable protector 1 Chainstay

CBGRCERID001 Ridley CABLE GUIDE SM-SP18M Sc 1 BB

CABSTIJAG035 Jagw - Nosed Ferrule 4mmm 1 Chainstay

FRPCLIOLY001 Cable clip 2 Chainstay

CABFOAJAG001 Jagwire NBR Foam Tube 5,5mm inner/8,2mm outer 0,4 Lm Down tube

Frame Paspoort: Kanzo A 7E2



Fork Derailleurs

Material Front derailleur type (braze/sidesw/clamp) /

Fork legs 24 & 30 ton high Modulus Carbon Front Derailleur clamp article code FDCNOBNOB001

Steerer 6061-T6 heat treated aluminium Front Derailleur clamp description OEM Front Der Clamp 31,8mm

Dimensions Hanger article code HAARCERID039

Steerer tube length 300 mm Hanger description AMP: Hanger XRI Disc 7E1 & 7E1.1

Bearings 45° Oversized angular contact bearing

Fenders

Rake 50 mm Art code MDG46MSKS001

OLD (Over Lock Distance) 100 mm Tire width 700c up to 40 mm

MTB suspension fork travel nvt

6. Wheels and tyres

Headset Frame

Headset diameter Lower bearing: 1 1/2” Wheel dimension 700c / 650B

Upper bearing: 1 1/8” Build in width 142 mm

Headset type (article code) HSERACFSA008 / HSERACDEE002 Wheel axl diameter TA 12 mm

Headset description
FSA HSE Race CNC-FC2 alloy cap / Deda HSE IN-5 Int. 
1-1/8 - 1.5

Thru Axl Frame article code QRET124ZA027

Seatpostclamp Length 167 mm

Seatpost diameter 27,2 Pitch 1,5 mm

Seatpost clamp article code SPCSNGNOB001 Fork

Seatpost clamp article description OEM Seatpost clamp 31,8mm Wheel dimension 700c / 650B

Bottom bracket type/size Build in width 100 mm

Type of bottom bracket (BSA, PF, …) BSA Wheel axl diameter TA 12 mm

Width 68 mm Thru Axl Fork article code QRET154ZA002

Length 125 mm

Brakes Pitch 1,5 mm

Brakes standard (disc/rim/DM)) Disc

Mounting bolts/nut WHPLOCRID002 Tires

Maximum tyre size 700c - 42 mm

650B - 55 mm

6. Geometry

A B C C' D E F G H I J S R

XXS 745 450 515 502 100 75 70 430 74 1016 / 528 374

XS 775 480 525 512 113 74,7 70,5 430 74 1019 / 542 377

S 805 510 540 527 133 74 70,5 430 72 1029 / 559 380

M 835 540 565 549 158 73 71 430 72 1034 / 584 386

L 865 570 585 568 188 72,5 71 430 70 1056 / 611 392

XL 895 600 600 583 213 72,5 71,5 430 70 1066 / 636 399


